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Dura Cladding
Flush Aluminium
A2-s1, d0 Fire Rated Rainscreen Cladding
Dura Cladding Flush Aluminium in Mist
Patent Application No. GB 19 10901.6

Dura Cladding Flush Aluminium is a Patent-Pending, fully
fire-rated façade solution, designed for public buildings of any
height & buildings that require a Class A2-s1, d0 Fire Rating.

Unlocking the Power of Composites™
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About Us
Dura Composites is a leading supplier of composite
products with 25 years’ experience in delivering durable,
performance-improving and cost-effective composite
solutions to a wide range of industries.
We help companies of all sizes unlock
the power of composites, and our
client base includes businesses in the
Industrial, Construction, Rail, Transport,
Landscaping, Marine and Leisure sectors.

In 2017 and in 2020, Dura Composites
was awarded the Queen’s Award
for Enterprise in recognition of our
achievements at the forefront of
composite material technology.

Our success is driven by our
commitment to innovation and by
empowering our staff to inspire, educate
and problem-solve for customers.

Dura Composites’ products are also
available through a well-established
global distribution network. Your local
distributor can be found on our website.
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Dura Cladding
Flush Aluminium
Dura Cladding Flush Aluminium has been created to give
developers, contractors and homeowners a safe cladding
system with a market leading Class A2-s1, d0 Fire Rating
that’s suitable for any building where an A2 fire rating is
required by law.
With a ban on the use of combustible cladding on high-rise
buildings set to be extended to cover all buildings with four
or more storeys (or +11 metres in height) now is the time to
act to ensure the safety of refurbishment cladding projects
and new developments.

The aluminium Dura Cladding planks
are made from high-grade and fully
recyclable material, guaranteeing
strength and durability but in a lightweight
profile that’s easy to work with.
Our innovative design features a
flush surface, where boards are

fitted together with no overlap either
vertically or horizontally, and comes
in stunning, contemporary colours
including Cedar, Anthracite and Mist.
Our complementary aluminium battens
and cladding trim provide a strong,
lightweight solution that’s fully fire-rated
for maximum peace of mind.

For details and technical information please
call +44 (0)1255 443111.
Dura Cladding Flush
Aluminium in copper finish

Please Note: All colour swatches and textures shown in this document are intended as a representation only
and should not be considered as an exact colour match. We would always recommend ordering a colour sample so you can
assess colour suitability before placing your order. Dura Composites’ manufacturing process results in a high level of colour
consistency although some variation in colour may be apparent across products from different production batches.
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Dura Cladding
Flush Aluminium
Range

Dura Aluminium Cladding Battens

Dura Cladding Flush Aluminium is an A2 fire-rated cladding system which can be
installed either vertically or horizontally with no overlap. It offers a versatile solution
that meets the needs of high-rise, public sector and domestic cladding projects.
When used with our 25mm x 48mm aluminium battens and cladding trims the
cladding planks create a safe, low-maintenance cladding solution that’s fire-rated
(in accordance with BS EN 13501-1:2018) for maximum peace of mind.

Features

Benefits

• Patent Pending Design
• A2 Fire Rating (includes paint and battern)
• High Strength (Weight Ratio)
• Quickly Dissipates Heat
• Horizontal & Vertical Installation
• Scratch Resistant Finish
• Hidden Fixing Detail
• Slimline Design
• UV Resistant
• Low Maintenance
• 20 year Warranty
• Environmentally Friendly

• Superior Flush Joint
• Unrestricted Use
• 8kg/m2 for Ease of Install
• Cool to Touch (unlike traditional materials)
• New Build or Retrofit
• No Need for Touch up Paint
• No Fixing Clips used
• Aesthetically Pleasing
• Colour Stable
• No Staining or Painting
• Long Term Piece of Mind
• 100% Recyclable at the End 		
of Product Life
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For details and
technical information
please call
+44 (0)1255 443111.

Dura Cladding Flush
Aluminium in Anthracite

www.duracomposites.com

Dura Cladding
Flush Aluminium
Dura Cladding Flush Aluminium is available in contemporary colours including Cedar,
Anthracite and Mist as standard, and Canvas and Copper as special order. The flush
fitting design provides a decorative skin that is simple, clean and modern.
As well as wall cladding, Dura Cladding Flush Aluminium can be used for soffits, or
to clad exposed framework on the underside of balconies. The 3660mm planks are
lightweight and require minimal maintenance over their long lifecycle.

Class A2

5

FIRE RATING

COLOURS
AVAILABLE

SCRATCH
RESISTANT
SURFACE

POWDER
COATED
COPPER*

CANVAS*

MIST

ANTHRACITE

CEDAR

*Special order colours

Applications
• High rise buildings 18 metres+
• Social Housing
• Public Sector Buildings: Hospitals,
Schools & Libraries
• New Build Homes

www.duracomposites.com

• Self-Build Properties
• Residential Renovations
• Extensions & Conversions
• Commercial Properties
• Offices & Factories

• Garages & Outbuildings
• Garden Rooms
• Workshops
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Guidance On Understanding Latest
UK Government Regulations
When considering the suitability of the cladding materials for your project it is critical to
first understand the latest regulatory guidance issued by the local government*.
In the UK all buildings have a minimum fire rating specification
based on the height of the building, which is required by law.
This applies to both protected areas such as stairwells or
other refuge points, and unprotected areas such as property
boundaries or the boundaries with adjacent buildings.
The European standard to which external cladding materials
must comply is known as BS EN 13501-1:2018 and is the
latest iteration of fire standards and improves on previous
tests such as BS476 which were limited in both scope and
classification. Although the Ministry of Housing, Communities
and Local Government banned the use of combustible
materials for buildings of more than 18 metres in height in
December 2018, they now plan to go significantly further, by
lowering the 18 metre height threshold to at most 11 metres,
meaning cladding products would need to achieve a minimum
classification of Class A2-s1, d0.

Dura Cladding Flush Aluminium achieves the classification of
A2-s1, d0 – in recognition of its lower smoke volume and the
absence of droplet production in the event of a fire.
These attributes, combined with its limited contribution to
flame spread mean that should the building be under attack
from fire, firefighters’ visibility would be less impeded, leaving
them able to expediently deal with extinguishing the fire.
For more information or for Technical Advice, please contact
us on +44 1255 443111.
Please note that it is the responsibility of the client and
contractor to ensure that your planned design is fully
compliant with Building Regulations. For further guidance
on fire safety, please refer to the latest government
documentation which can be found: www.gov.uk/government/
publications/fire-safety-approveddocument-b
*Information correct at time of publication.
Source: Ministry of Housing, Communities and Local Government. https://www.gov.uk/
government/news/new-measures-to-improve-building-safety-standards

Suitable for Building applications requiring an A2 Fire Rating

New Build Homes,
Self-Builds &
Extensions
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Garages,
Outbuildings &
Workshops

Low Rise
Apartments &
Social Housing

Offices &
Factories

Public Sector Buildings:
Hospitals, Schools &
Libraries

www.duracomposites.com

Outstanding Fire Performance
Dura Cladding Flush
Aluminium:

The classification system defined in BS EN 13501 which Dura
Cladding Aluminium is tested to is quickly becoming the primary
recognised standard in the construction industry.

Dura Cladding Flush Aluminium is made from 6063 Grade
Aluminium (T6) and is ideal for any application that requires an
A2-s1 d0 Fire Rating in accordance with BS EN 13501, such as
residential and mixed-use developments, schools, universities,
hospitals & libraries.

Some competitors may reach Class A2 when tested specifically
with certain fire rated barriers but fail when following their own
install guide (due to lack of airflow). Our tests are conducted to
replicate a genuine site install, rather than being fixed to a fire
rated barrier.
Customers can have confidence that Dura Cladding Flush
Aluminium satisfies current fire legislation; with testing carried
out in an environment that closely resembles that of an actual
installation for the avoidance of doubt - and that should
regulations change to include mandatory A2 and A1 cladding
as a requirement for all buildings of 11+metres, their building
facade will meet the required safety standards.

Understanding European
classification (BS EN 13501):

The standard includes
seven classification levels,
from A1 to F, with A1
representing the highest
level of performance and
F representing the lowest
level. Dura Cladding
Aluminium achieves
Class A2.

The ‘d’ part relates to
‘flaming droplets and
particles’ during the first
10 minutes of exposure.
The index determines
the level of risk from
burning droplets and
consequently potential
fire spread.
d0 = none
d1 = some
d2 = quite a lot

Dura Cladding Flush
Aluminium

A2-s1, d0
The ‘s’ part relates to
total smoke propagation,
during the first ten
minutes of exposure.
These determine a
‘smoke’ index which
affects visibility in case
of a fire. The lower the
number the less smoke
propagation.

www.duracomposites.com
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A great solution for
cladding refurbishment
or upgrades

REMOVE OLD
WOODEN
BATTENING AND
REPLACE WITH OUR
FIRE RATED BATTENS
FOR MAXIMUM
SAFETY

If you’re working with housing association or local authority properties which contain
PVC, timber or other non fire-rated cladding, you may want to consider re-cladding
with Dura Cladding Flush Aluminium to maximise safety.
The government published the prospectus for its £1bn
Building Safety Fund on 26 May 2020, providing detail of how
building owners can apply for funding to remediate buildings
over 18 metres which feature combustible cladding.
But it’s not just buildings over 18 metres that may contain
non-fire rated cladding that could pose a significant risk to
residents in the event of a fire. Even the use of wooden
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battening to affix the cladding to a structure could pose an
unnecessary risk.
Dura Composites offers a fully fire rated battening, cladding
and trim system. The cladding can be installed either vertically
or horizontally with no overlap to suit a wide range of social
housing designs and construction methods. It is a versatile
solution that when used with our 25mm x 48mm, 50mm x
48mm or 75mm x 48mm aluminium battens and cladding
trims, creates a safe, low-maintenance cladding solution that’s
A2 fire-rated (in accordance with BS EN 13501- 1:2018) for
maximum peace of mind.

www.duracomposites.com

CANVAS*
COPPER*
MIST
ANTHRACITE
*Special order colours

CEDAR

Traditional & Contemporary Colours
With 3 colours as standard, (Anthracite, Cedar and Mist)
and two special order colours (Canvas and Copper),
there’s plenty of scope to create varied façade designs
within the same housing scheme to ensure that residents
benefit from a unique and distinctive look for their
properties. Each of the 5 colours has a textured, matt, antiglare finish that is visually appealing and adds character to
the building.

Whist the Anthracite grey coloured Dura Cladding
Aluminium product has become synonymous with modern
and contemporary styling and will work seamlessly with
anthracite PVC window frames, subtler colours such as
the Cedar and Canvas echo a more traditional look.
The entire Dura Cladding Flush Aluminium range will
ensure a dramatic transformation of the building’s exterior
that will provide a safe and low maintenance solution for
many years to come.

Dura Cladding Flush Aluminium
in all colour finishes

www.duracomposites.com
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Dura Cladding Flush
Aluminium Specifications
Dimensions
Cladding		
Depth
Length
				
Dura Cladding Flush Aluminium Plank		
Start Trim		
Closure Trim
Reveal Trim
Internal/External Trim
Joining Trim (H Trim)
Back Jointing Profile 		

11mm
7.5mm
14mm
30mm
40mm
14mm
N/A

3660mm
3660mm
3660mm
3660mm
3660mm
3660mm
100mm

Visible Face
Width (when installed)

Maximum
Fixing Span

Weight
(Kg) l/m

150mm
Hidden on installation
30mm
39mm
40mm
21.5mm
N/A

600mm
600mm
600mm
600mm
600mm
600mm
N/A

1.193kg
0.186kg
0.369kg
0.457kg
0.219kg
0.319kg
N/A

Paint Material Specifications
Test Item

Method

Dry Adhesion
ISO 2409
Boiling Water Test
Qualicoat ISO 2409
			
			
Acetic Acid Salt Spray Test
Qualicoat ISO 9227

Thermal (Flammability Resistance)

Test method: EN13501-1
(EN ISO 9239-1 and EN
ISO 11925-2)

Test Requirements

Test Results

Cross-cut test: GT=0
No blistering in excess of 2 (S2) According to ISO 4628-2.
There shall not be any defects or detachment. Some colour
change is acceptable. Cross-Cut Test: GT=0.
No blistering in excess of 2 (S2). According to ISO 4628-2.
An infiltration of maximum 16mm2 is allowed over a scratch
length of 10cm but the length of any single infiltration shall not
exceed 4mm
“The standard includes seven classification levels,
from A1 to F, with A1 representing the highest level of
performance and F representing the lowest level.

GT=0
“No blistering and detachment
on the surface.
Cross-Cut Test: GT=0.”
“No blistering on the surface.
Over a scratch length of 10cm an
infiltration of maximum is 3mm2 and
the length of & single infiltration is 1mm”
As-s1, d0

Pass or Fail
Pass
Pass

Pass

N/A

While the above test data is considered to be true and correct at the date of publication, changes to the product composition after the time of publication may impact
on the accuracy of the data. Please consult your Dura Composites representative for copies of the most up to date test data available. Please note that it is the
responsibility of the purchaser to make their own decisions about the accuracy, recency and correctness of the information provided and the product’s suitability for
their specific application.

Order a sample to choose your cladding colour
Please Note: All colour swatches and textures shown in this
document are intended as a representation only and should
not be considered as an exact colour match. We would
always recommend ordering free colour samples so you can
assess colour suitability before placing your order.
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Dura Composites’ manufacturing process results in a high
level of colour consistency although some variation in colour
may be apparent across planks from different production
batches.

www.duracomposites.com

6 Reasons To Choose Dura
Cladding Flush Aluminium
1. Fire Performance
Strong and tough, Dura Cladding
Aluminium is made from high grade
T6 aluminium and is ideal for any
application that requires an A2
Fire Rating in accordance with BS
EN13501, such as residential and
mixed-use developments, schools,
universities, hospitals & libraries.

3. Versatile
Dura Cladding Aluminium planks
can be used very effectively to cover
the underside of balcony framework
to provide an attractive soffit. Dura
Cladding Aluminium planks are
172mm wide with a 150mm face
once interlocked, and create a smart
uniform finish with a Class A2 fire
rating.

5. Durable & Strong
Aluminium is the most abundant,
naturally occurring metal in the
earth’s crust. It is inherently weatherproof, corrosion-resistant and
immune to the harmful effects of UV
rays, ensuring optimal performance
over a very long lifetime.

www.duracomposites.com

2. Unique Design
The patent pending innovative flush
fitting design of Dura Cladding
Aluminium features an attractive
anti-glare surface and be installed
both horizontally and vertically
using our clever custom-designed
aluminium trims.

4. Easy Installation
Aluminium is lightweight, affordable
and can be drilled, filed and cut
easily using standard hand tools
with blades designed for cutting
metal. Planks can be easily handled
and quickly installed thanks to their
lightweight nature.

6. Sustainable
Outside the day-to-day conveniences
that aluminium provides, it is also
the sustainable material of choice in
many markets. Infinitely recyclable,
choosing a product such as Dura
Cladding Flush Aluminium can lower
your project’s energy costs and
carbon emissions.
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Easy Installation & Simple Trims
New Dura Cladding Flush Aluminium trims help reduce waste and install time.
The Dura Cladding Flush Aluminium Fire Rated composite
cladding system now includes an innovative range of custom
made aluminium trims, as well as no-fuss fixing screws, for
ultimate ease of installation.

Available in 3 coordinating colours, the Dura Cladding Flush
Aluminium trims allow for maximum versatility to suit any
design. Incredibly lightweight and easy to handle it means
fitting is safer for installers.

The cladding planks are easy to screw through at any point
and no fixing clips or specialist fittings are needed, making
installation straightforward and hassle-free. We can advise
on the correct screws for use with our cladding planks to
streamline your cladding installation process – particularly if
you’re opting for our aluminium battening.

Designed to suit all install scenarios, this trim system range
includes various different profiles eliminating the need for
difficult cuts and improving efficiency. Competitively priced,
the Dura Cladding Flush Aluminium system (planks, battens
and trims) are affordable without compromising on quality.

Start Trim
21mm x 7.5mm x 3660mm

Closure Trim
30mm x 14mm x 3660mm

Reveal Trim
39mm x 30mm x 3660mm

Internal/External Trim
40mm x 40mm x 3660mm

Joining Trim (H Trim)
21.5mm x 14mm x 3660mm

Back Joint Profile
139mm x 100mm

Aluminium Cladding Battens
25mm x 48mm x 3660mm
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Aluminium battens and
cladding trims together
with the cladding planks
create a safe, lowmaintenance solution.

www.duracomposites.com

Trims are available in the
same colour to match your
chosen cladding.
They are lightweight to
make handling and fitting
hassle-free and safe.

Black Screw
50mm
For installation with
timber substructure.

Black Screw
30mm

Self-drilling for installation
with aluminium substructure.

Dura Cladding Flush
Aluminium in Anthracite

www.duracomposites.com
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Our Essential Guide to Getting the
Most From Your Dura Cladding
Flush Aluminium Installation
Whether you’re planning a commercial, residential, new-build or refurbishment
cladding project, Dura Composites has a durable, simple to install, cost-effective and
environmentally friendly solution to meet your needs.
Our high-performance aluminium cladding delivers a host of advantages versus traditional
materials and is the number one choice for architects, specifiers and homeowners looking
for an attractive but futureproof solution with an A2 fire rating.
To ensure you get the best results, we recommend working with a professional contractor
with previous cladding installation experience.
Please ensure that the guidance provided opposite and in our supporting Technical Install
Manual is strictly adhered to as improper installation (including the use of non–approved
trims, fixings and accessories) will invalidate your product warranty.
To activate your product warranty after purchase, please complete the online form at
www.duracomposites.com/warranty/ within 30 days.
Dura Cladding Flush
Aluminium in all finishes
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1. Safety First
Before installing any cladding
product, you should review local
building codes and regulations,
and consult with local building
officials to ensure compliance
and safety. Dura Composites

recommends that all cladding
designs be approved by a
licensed architect or engineer
prior to installation. Wear
protective clothing and safety
equipment where necessary

such as safety glasses, gloves,
dust masks and long sleeves,
particularly if cutting in confined
spaces. Refer to the operator’s
manuals for safety guides for all
power tools used.

● Store the products on a flat
and level surface in their
original packaging until you
are ready to install them.
● If stored outdoors the products
must be kept in a covered
area to prevent exposure to
direct sunlight and weathering.

● Take care to ensure that
boards are not stacked
adjacent to sources of moisture.
● Professional fork lifts should
always be used while
uploading and discharging
pallets. Pallet stacking should
not exceed 4 pallets maximum.

2. Storage and Handling
To ensure the best performance
of our products, it is vital that
proper care and attention is
given to storage and handling
of materials. Please ensure
you adhere to the following
guidance:

3. Choose the Right Product for Your Needs
Dura Cladding Flush Aluminium
is ideal for both domestic and
commercial new build and
refurbishment projects that
require a contemporary flush

rainscreen cladding finish and
a Class A2 fire rating. If your
project does not require an A2
fire rating, you may also like to
take a look at our composite

timber cladding range known
as Dura Cladding Resist which
offers a Class B fire rating and a
textured woodgrain finish.

4. Thermal Expansion and Contraction
Extremely warm or cold outdoor
temperatures play a significant
role in the installation and
performance of all cladding
products. Following the detailed
installation instructions in our
supporting Technical Manual

will help manage and reduce
the effects of thermal expansion
and contraction. Please refer to
the gap guide in our Technical
Manual to ensure your planks
have adequate space for
expansion and contraction and

to preserve the service life of
your cladding. Please ensure
that you allow Dura Cladding
to acclimatise to the exterior
temperature before cutting and
installing.

Basic Cleaning
Spray with a hose to remove
surface debris. Use warm soapy
water and a soft-bristled brush
to clear dirt and/or debris from
grooves or contours.

cleanliness of timber composites.
In order to prevent any damage,
always keep the pressure washer
nozzle at least 15cm (6 inches)
from the surface, and avoid
concentrated spraying on one
area for more than 3 seconds.
The use of a pressure washer in
this manner will not shorten the
life of the material.

5. Care & Maintenance
Once you have completed the
install of your Dura Cladding Flush
Aluminium, we advise that the
cladding is either washed down
thoroughly with a yard broom or
pressure washed to ensure that
a good clean surface is ready for
you to enjoy.

www.duracomposites.com

Pressure Washing
Pressure washers up to 1500psi
may be used to maintain
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Unlocking the Power of Composites™
for Cladding & Façades
Due to our policy of continual improvement we reserve the right to change specifications at all times without prior notice.
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